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SN360-045D-3 45 92 90 45

SN360-055D-3

SN360-075D-3

SN360-160D-3

SN360-250D-3

SN360-090D-3

SN360-132D-3

SN360-200D-3

SN360-220D-3

SN360-185D-3

SN360-110D-3

SN360-280D-3

55 113 110 55

75 157 152 75

90 180 176 90

110 214 210 110

132 256 253 132

160 307 304 160

185 344 340 180

200 385 380 200

220 430 426 220

250 468 465 250

280 525 520 280

SN360-315D-3

SN360-355D-3

SN360-400D-3

315 590 585 315

355 665 650 355

60

400 785 725 400

A



Using multiple power supply design,power input can use solar energy photovoltaic DC power supply, can also 

be a single-phase, three-phase AC power supply,simple wiring.

SN360-0R7D-4B

SN360-1R5D-4B

SN360-2R2D-4B

SN360-004D-4B

SN360-5R5D-4B

SN360-7R5D-4B

SN360-011D-4B

SN360-015D-4B

SN360-018D-4B

SN360-022D-4B

SN360-030D-4B

0.75 3.4 2.1 0.75

1.5 5.0 3.8 1.5

2.2 5.8 5.1 2.2

3.7 10.5 9.0 3.7

5.5 14.6 13.0 5.5

7.5 20.5 17.0 7.5

11.0 26.0 25.0 11.0

15.0 35.0 32.0 15.0

18.5 38.5 37.0 18.5

22.0 46.5 45.0 22.0

30.0 62.0 60.0 30.0

SN360-037D-4B 37.0 76.0 75.0 37.0

DC Input:400-750vdc

AC Input:3-phase 480V±15%

AC Output: 480V

Model DC/AC Input Volatge Output power
(kw)

Max.DC-input
current(A)

Output  current
(A)
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